# SAW-POL

Hygienic outlet grille KLH

Description and application

Hygienic outlet grilles are used in low and medium-pressure extract air ventilation installation in rooms with high hygiene
requirements, such as operating rooms. Primary task hygienic outlet grilles is to prevent entry of pollutants into the ventilation
ducts, typical for operating room (so-called catcher dressing materials like lignin). The construction of the grille is adapted to
frequently disassembly in order to thoroughly clean.

Grille have Hygienic Certificate HK/K/0522/01/2016

Material and workmanship

All components of grille are made of stainless steel (type 1.4301 or 1.4404). Front expanded mesh provides optimum clearance,
and also the appropriate mesh density that is required to catch small scraps like lignin. Mounting frame is equipped with a slot
damper, which adjustment is possible after disassembling mesh. On request it is also possible to make grille with filter (in this
option in place of the damper is mounted additional mesh).

Size

Grilles are manufactured to order. Grille dimension by the customer request(LxH).
L and H - dimensions of the grille mounting hole in mm.
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Technical data - Effective surface of air flow (example size)
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Manufacturing options

KLH with damper KLH with filter
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Methods of mounting

1
|
1
1
|
1
I B
1
1
|
1

VIEW FROM ABOVE
Assembly grilles in duct

- In order to mount grille you should
remove the front part of the grille. ‘
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both sides mechanism to remove / install the grille

The method of placing an order

Please make orders according to the following formula:

KLH / 'LxH' /'W' /'M!"

'LxH' mounting hole / duct size
'W' manufacturing options
GS - grille with slot damper (standard) *
F -grille with refill filter
'™M' material
KO - stainless steel (type 1.4301 or 1.4404)*

* - If you don’t give the information will be used standard parameters.
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Technical data

Dependence of exhaust air speed Vef(m/s) depending on the effective area of grille and air volume flow Q(m’/h)
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Marking: Q [m’/h]
Q [m’/h]- air volume flow

Aef[m’]- effective area grille
Vef [m/s]- speed of extract air

Pressure drop Ap(Pa) depending on speed of extract airVef(m/s)
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Marking: Vei[m/s]
Vef [m/s] - speed of extract air
Ap [Pa] - pressure drop
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dimensions of grille: 525x325 4
* Aef=0,85 [m’] (Read from the table) e0
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