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										Vēlaties pavaicāt?

Sazinieties!





Sūtīt pieprasījumu




					Zvaniet				



Roberts Priekulis tel. +371 286 22395

Tirdzniecības pārstāvis Latvijā




Linas Skauminas tel. +370 671 56675

Head of the company, 
design consulting









					Vai aizpildiet pieprasìjuma formu:				
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Uzvārds







Uzņēmums







Pilsēta







Tālrunis*







E-pasts*










Papildinformācija, jautājumi, komentāri






















	














	Izstrādājumi

	Izstrādājumi

	Apkures aprīkojums	Atpakaļ
	Ūdens gaisa sildītāji
	Gāzes gaisa sildītāji
	Gaisa aizkari	Atpakaļ
	Elektriskie
	Karstā ūdens
	Atdalīšanai no ārējās vides
	Gāzes


	Āra gāzes sildītāji
	Infrasarkanie sildītāji	Atpakaļ
	Elektriskie
	Gāzes


	Destratifikatori
	Gāzes radiatori
	Elektriskie sildītāji
	Diesel oil fired heaters
	Konteineru un mucu apsilde	Atpakaļ
	IBC tipa konteineru sildītāji
	Mucu sildītāji
	Gas cylinders heaters
	Sildīšanas apvalki un paklāji




	Ventilācijas aprīkojums	Atpakaļ
	Ventilācijas iekārtas
	Ventilācijas komponenti	Atpakaļ
	Difuzori
	Anemostatiskie difuzori
	GAISA REŽĢI	Atpakaļ
	SIENAS REŽĢI
	GAISA PLŪSMAS REŽĢI
	Grīdas gaisa plūsmas režģi 
	DURVJU GAISA REŽĢI
	SPIRĀLVEIDA GAISVADU REŽĢI
	RŪTIŅVEIDA REŽĢIS
	PRESĒTIE GAISA REŽĢI
	METĀLA SIETA REŽĢI
	PERFORĒTIE GAISA REŽĢI


	LĒNĀTRUMA DIFUZORI
	GAISA ŽALŪZIJU SISTĒMAS / REGULĒŠANAS ŽALŪZIJAS
	ĀRPUSĒKAS GAISA PIEVADES ŽALŪZIJAS
	ĀRPUSĒKAS GAISA IZVADES ŽALŪZIJAS
	CZERPNIE TERENOWE
	JUMTA IERĪCES	Atpakaļ
	PIEVADES UN IZVADES ŽALŪZIJAS
	JUMTA PAMATNES
	JUMTA CILINDRISKIE IZVADES MEZGLI


	ZEMLOGA GAISA VĀRSTI
	SAJAUKŠANAS KAMERAS
	AIZVARI	Atpakaļ
	GAISVADU AIZVARI
	REŽĢIEM UN DIFUZORIEM…




	Ventilatori	Atpakaļ
	Rūpnieciskie gaisa izvades ventilatori




	Dzesēšanas aprīkojums	Atpakaļ
	Iztvaikošanas dzesētāji
	Ūdens gaisa dzesētāji
	Sausie dzesētāji
	ATTĀLIE KONDENSĒTĀJI








	Izvēlne



	Par mums
	Dokumenti	Atpakaļ
	Dokumenti
	Artikulus


	Serviss	Atpakaļ
	Rezerves daļas


	Kontakti
	Pieslēgties












	


	
Sākums





	
Ventilācijas aprīkojums




	
Ventilācijas komponenti




	
GAISA REŽĢI




	
SIENAS REŽĢI




	
Sienas režģis ST-WS/G, ST-SW/G ar divām regulējamu latu rindām un aizvaru




	

					ST-W/S/GP/1225x75/W1				











Ventilation grille - ST-W/S/GP/1225x75/W1 | Saw-pol


Izvēlieties produkta veidu un modeli:

Tips:
- Izvēlieties tipu -
wall type, rectangular form, two rows of blades where first row is placed horizontally and second vertically, manually adjustable each grille blade, damper with counter running blades, manufactured from powder coated steel, RAL9016 color, visible assembly through screws in holes in grille front frame
wall type, rectangular form, two rows of blades where first row is placed vertically and second horizontally, manually adjustable each grille blade, damper with counter running blades, manufactured from powder coated steel, RAL9016 color, visible assembly through screws in holes in grille front frame


Modelis:
- Izvēlieties modeli -
ST-W/S/GP/125x75/W1
ST-W/S/GP/125x125/W1
ST-W/S/GP/225x75/W1
ST-W/S/GP/225x125/W1
ST-W/S/GP/225x225/W1
ST-W/S/GP/325x75/W1
ST-W/S/GP/325x125/W1
ST-W/S/GP/325x225/W1
ST-W/S/GP/325x325/W1
ST-W/S/GP/425x75/W1
ST-W/S/GP/425x125/W1
ST-W/S/GP/425x225/W1
ST-W/S/GP/425x325/W1
ST-W/S/GP/425x425/W1
ST-W/S/GP/525x75/W1
ST-W/S/GP/525x125/W1
ST-W/S/GP/525x225/W1
ST-W/S/GP/525x325/W1
ST-W/S/GP/525x425/W1
ST-W/S/GP/525x525/W1
ST-W/S/GP/625x75/W1
ST-W/S/GP/625x125/W1
ST-W/S/GP/625x225/W1
ST-W/S/GP/625x325/W1
ST-W/S/GP/625x425/W1
ST-W/S/GP/625x525/W1
ST-W/S/GP/625x625/W1
ST-W/S/GP/825x75/W1
ST-W/S/GP/825x125/W1
ST-W/S/GP/825x225/W1
ST-W/S/GP/825x325/W1
ST-W/S/GP/825x425/W1
ST-W/S/GP/825x525/W1
ST-W/S/GP/825x625/W1
ST-W/S/GP/1025x75/W1
ST-W/S/GP/1025x125/W1
ST-W/S/GP/1025x225/W1
ST-W/S/GP/1025x325/W1
ST-W/S/GP/1025x425/W1
ST-W/S/GP/1025x525/W1
ST-W/S/GP/1025x625/W1
ST-W/S/GP/1225x75/W1
ST-W/S/GP/1225x125/W1
ST-W/S/GP/1225x225/W1
ST-W/S/GP/1225x325/W1
ST-W/S/GP/1225x425/W1
ST-W/S/GP/1225x525/W1
ST-W/S/GP/1225x625/W1









	




	




	











	


	


	













					Ventilation grille, wall type, rectangular form, two rows of blades where first row is placed horizontally and second vertically, manually adjustable each grille blade, damper with counter running blades, manufactured from powder coated steel, RAL9016 color, visible assembly through screws in holes in grille front frame, external dimensions 1315x165 mm, opening dimensions 1215x65 mm, installation hole dimensions 1225x75 mm				



Ražotājs:






Vai jūs interesē šis produkts? Sazinieties ar mums:



Roberts Priekulis

LV, RU, EN

+371 286 22395



Tirdzniecības pārstāvis Latvijā
Saņemt piedāvājumu












					Zvaniet				



Roberts Priekulis tel. +371 286 22395

Tirdzniecības pārstāvis Latvijā









					Vai aizpildiet pieprasìjuma formu:				





				Izstrādājums			


								Sienas režģis ST-WS/G, ST-SW/G ar divām regulējamu latu rindām un aizvaru | Saw-pol				



					Modelis				


					ST-W/S/GP/1225x75/W1					






Vārds*







Uzvārds







Uzņēmums







Pilsēta







Tālrunis*







E-pasts*










Papildinformācija, jautājumi, komentāri























	









Attention! We do not stock SAW-POL ventilation components, all products from this supplier are custom made and delivered to the customer directly from the manufacturer's warehouse. We are sorry but for this reason we can not accept orders for individual goods, we only accept orders for the high quantity of SAW-POL products.    		






	Modeļu specifikācijas
	Tehniskie dati
	Apraksts
	Dokumentācija
	Lejupielādējiet PDF






		Noklikšķiniet uz modeļa: parādīsies tehniskā informācija, izmēri, piederumi	



	
				ST-WS/GP - wall type, rectangular form, two rows of blades where first row is placed horizontally and second vertically, manually adjustable each grille blade, damper with counter running blades, manufactured from powder coated steel, RAL9016 color, visible assembly through screws in holes in grille front frame			
	



	

					ST-W/S/GP/125x75/W1			    	

	
			    External dimensions 165x115 mm, opening dimensions 115x65 mm, installation hole dimensions 125x75 mm			
	



	

					ST-W/S/GP/125x75/W1			    	


	
			    External dimensions 165x115 mm, opening dimensions 115x65 mm, installation hole dimensions 125x75 mm			
	

					ST-W/S/GP/125x125/W1			    	

	
			    External dimensions 165x165 mm, opening dimensions 115x115 mm, installation hole dimensions 125x125 mm			
	



	

					ST-W/S/GP/125x125/W1			    	


	
			    External dimensions 165x165 mm, opening dimensions 115x115 mm, installation hole dimensions 125x125 mm			
	

					ST-W/S/GP/225x75/W1			    	

	
			    External dimensions 265x115 mm, opening dimensions 215x65 mm, installation hole dimensions 225x75 mm			
	



	

					ST-W/S/GP/225x75/W1			    	


	
			    External dimensions 265x115 mm, opening dimensions 215x65 mm, installation hole dimensions 225x75 mm			
	

					ST-W/S/GP/225x125/W1			    	

	
			    External dimensions 265x165 mm, opening dimensions 215x115 mm, installation hole dimensions 225x125 mm			
	



	

					ST-W/S/GP/225x125/W1			    	


	
			    External dimensions 265x165 mm, opening dimensions 215x115 mm, installation hole dimensions 225x125 mm			
	

					ST-W/S/GP/225x225/W1			    	

	
			    External dimensions 265x265 mm, opening dimensions 215x215 mm, installation hole dimensions 225x225 mm			
	



	

					ST-W/S/GP/225x225/W1			    	


	
			    External dimensions 265x265 mm, opening dimensions 215x215 mm, installation hole dimensions 225x225 mm			
	

					ST-W/S/GP/325x75/W1			    	

	
			    External dimensions 365x115 mm, opening dimensions 315x65 mm, installation hole dimensions 325x75 mm			
	



	

					ST-W/S/GP/325x75/W1			    	


	
			    External dimensions 365x115 mm, opening dimensions 315x65 mm, installation hole dimensions 325x75 mm			
	

					ST-W/S/GP/325x125/W1			    	

	
			    External dimensions 365x165 mm, opening dimensions 315x115 mm, installation hole dimensions 325x125 mm			
	



	

					ST-W/S/GP/325x125/W1			    	


	
			    External dimensions 365x165 mm, opening dimensions 315x115 mm, installation hole dimensions 325x125 mm			
	

					ST-W/S/GP/325x225/W1			    	

	
			    External dimensions 365x265 mm, opening dimensions 315x215 mm, installation hole dimensions 325x225 mm			
	



	

					ST-W/S/GP/325x225/W1			    	


	
			    External dimensions 365x265 mm, opening dimensions 315x215 mm, installation hole dimensions 325x225 mm			
	

					ST-W/S/GP/325x325/W1			    	

	
			    External dimensions 365x365 mm, opening dimensions 315x315 mm, installation hole dimensions 325x325 mm			
	



	

					ST-W/S/GP/325x325/W1			    	


	
			    External dimensions 365x365 mm, opening dimensions 315x315 mm, installation hole dimensions 325x325 mm			
	

					ST-W/S/GP/425x75/W1			    	

	
			    External dimensions 465x115 mm, opening dimensions 415x65 mm, installation hole dimensions 425x75 mm			
	



	

					ST-W/S/GP/425x75/W1			    	


	
			    External dimensions 465x115 mm, opening dimensions 415x65 mm, installation hole dimensions 425x75 mm			
	

					ST-W/S/GP/425x125/W1			    	

	
			    External dimensions 465x165 mm, opening dimensions 415x115 mm, installation hole dimensions 425x125 mm			
	



	

					ST-W/S/GP/425x125/W1			    	


	
			    External dimensions 465x165 mm, opening dimensions 415x115 mm, installation hole dimensions 425x125 mm			
	

					ST-W/S/GP/425x225/W1			    	

	
			    External dimensions 465x265 mm, opening dimensions 415x215 mm, installation hole dimensions 425x225 mm			
	



	

					ST-W/S/GP/425x225/W1			    	


	
			    External dimensions 465x265 mm, opening dimensions 415x215 mm, installation hole dimensions 425x225 mm			
	

					ST-W/S/GP/425x325/W1			    	

	
			    External dimensions 465x365 mm, opening dimensions 415x315 mm, installation hole dimensions 425x325 mm			
	



	

					ST-W/S/GP/425x325/W1			    	


	
			    External dimensions 465x365 mm, opening dimensions 415x315 mm, installation hole dimensions 425x325 mm			
	

					ST-W/S/GP/425x425/W1			    	

	
			    External dimensions 465x465 mm, opening dimensions 415x415 mm, installation hole dimensions 425x425 mm			
	



	

					ST-W/S/GP/425x425/W1			    	


	
			    External dimensions 465x465 mm, opening dimensions 415x415 mm, installation hole dimensions 425x425 mm			
	

					ST-W/S/GP/525x75/W1			    	

	
			    External dimensions 565x115 mm, opening dimensions 515x65 mm, installation hole dimensions 525x75 mm			
	



	

					ST-W/S/GP/525x75/W1			    	


	
			    External dimensions 565x115 mm, opening dimensions 515x65 mm, installation hole dimensions 525x75 mm			
	

					ST-W/S/GP/525x125/W1			    	

	
			    External dimensions 565x165 mm, opening dimensions 515x115 mm, installation hole dimensions 525x125 mm			
	



	

					ST-W/S/GP/525x125/W1			    	


	
			    External dimensions 565x165 mm, opening dimensions 515x115 mm, installation hole dimensions 525x125 mm			
	

					ST-W/S/GP/525x225/W1			    	

	
			    External dimensions 565x265 mm, opening dimensions 515x215 mm, installation hole dimensions 525x225 mm			
	



	

					ST-W/S/GP/525x225/W1			    	


	
			    External dimensions 565x265 mm, opening dimensions 515x215 mm, installation hole dimensions 525x225 mm			
	

					ST-W/S/GP/525x325/W1			    	

	
			    External dimensions 565x365 mm, opening dimensions 515x315 mm, installation hole dimensions 525x325 mm			
	



	

					ST-W/S/GP/525x325/W1			    	


	
			    External dimensions 565x365 mm, opening dimensions 515x315 mm, installation hole dimensions 525x325 mm			
	

					ST-W/S/GP/525x425/W1			    	

	
			    External dimensions 565x465 mm, opening dimensions 515x415 mm, installation hole dimensions 525x425 mm			
	



	

					ST-W/S/GP/525x425/W1			    	


	
			    External dimensions 565x465 mm, opening dimensions 515x415 mm, installation hole dimensions 525x425 mm			
	

					ST-W/S/GP/525x525/W1			    	

	
			    External dimensions 565x565 mm, opening dimensions 515x515 mm, installation hole dimensions 525x525 mm			
	



	

					ST-W/S/GP/525x525/W1			    	


	
			    External dimensions 565x565 mm, opening dimensions 515x515 mm, installation hole dimensions 525x525 mm			
	

					ST-W/S/GP/625x75/W1			    	

	
			    External dimensions 665x115 mm, opening dimensions 615x65 mm, installation hole dimensions 625x75 mm			
	



	

					ST-W/S/GP/625x75/W1			    	


	
			    External dimensions 665x115 mm, opening dimensions 615x65 mm, installation hole dimensions 625x75 mm			
	

					ST-W/S/GP/625x125/W1			    	

	
			    External dimensions 665x165 mm, opening dimensions 615x115 mm, installation hole dimensions 625x125 mm			
	



	

					ST-W/S/GP/625x125/W1			    	


	
			    External dimensions 665x165 mm, opening dimensions 615x115 mm, installation hole dimensions 625x125 mm			
	

					ST-W/S/GP/625x225/W1			    	

	
			    External dimensions 665x265 mm, opening dimensions 615x215 mm, installation hole dimensions 625x225 mm			
	



	

					ST-W/S/GP/625x225/W1			    	


	
			    External dimensions 665x265 mm, opening dimensions 615x215 mm, installation hole dimensions 625x225 mm			
	

					ST-W/S/GP/625x325/W1			    	

	
			    External dimensions 665x365 mm, opening dimensions 615x315 mm, installation hole dimensions 625x325 mm			
	



	

					ST-W/S/GP/625x325/W1			    	


	
			    External dimensions 665x365 mm, opening dimensions 615x315 mm, installation hole dimensions 625x325 mm			
	

					ST-W/S/GP/625x425/W1			    	

	
			    External dimensions 665x465 mm, opening dimensions 615x415 mm, installation hole dimensions 625x425 mm			
	



	

					ST-W/S/GP/625x425/W1			    	


	
			    External dimensions 665x465 mm, opening dimensions 615x415 mm, installation hole dimensions 625x425 mm			
	

					ST-W/S/GP/625x525/W1			    	

	
			    External dimensions 665x565 mm, opening dimensions 615x515 mm, installation hole dimensions 625x525 mm			
	



	

					ST-W/S/GP/625x525/W1			    	


	
			    External dimensions 665x565 mm, opening dimensions 615x515 mm, installation hole dimensions 625x525 mm			
	

					ST-W/S/GP/625x625/W1			    	

	
			    External dimensions 665x665 mm, opening dimensions 615x615 mm, installation hole dimensions 625x625 mm			
	



	

					ST-W/S/GP/625x625/W1			    	


	
			    External dimensions 665x665 mm, opening dimensions 615x615 mm, installation hole dimensions 625x625 mm			
	

					ST-W/S/GP/825x75/W1			    	

	
			    External dimensions 865x115 mm, opening dimensions 815x65 mm, installation hole dimensions 825x75 mm			
	



	

					ST-W/S/GP/825x75/W1			    	


	
			    External dimensions 865x115 mm, opening dimensions 815x65 mm, installation hole dimensions 825x75 mm			
	

					ST-W/S/GP/825x125/W1			    	

	
			    External dimensions 865x165 mm, opening dimensions 815x115 mm, installation hole dimensions 825x125 mm			
	



	

					ST-W/S/GP/825x125/W1			    	


	
			    External dimensions 865x165 mm, opening dimensions 815x115 mm, installation hole dimensions 825x125 mm			
	

					ST-W/S/GP/825x225/W1			    	

	
			    External dimensions 865x265 mm, opening dimensions 815x215 mm, installation hole dimensions 825x225 mm			
	



	

					ST-W/S/GP/825x225/W1			    	


	
			    External dimensions 865x265 mm, opening dimensions 815x215 mm, installation hole dimensions 825x225 mm			
	

					ST-W/S/GP/825x325/W1			    	

	
			    External dimensions 865x365 mm, opening dimensions 815x315 mm, installation hole dimensions 825x325 mm			
	



	

					ST-W/S/GP/825x325/W1			    	


	
			    External dimensions 865x365 mm, opening dimensions 815x315 mm, installation hole dimensions 825x325 mm			
	

					ST-W/S/GP/825x425/W1			    	

	
			    External dimensions 865x465 mm, opening dimensions 815x415 mm, installation hole dimensions 825x425 mm			
	



	

					ST-W/S/GP/825x425/W1			    	


	
			    External dimensions 865x465 mm, opening dimensions 815x415 mm, installation hole dimensions 825x425 mm			
	

					ST-W/S/GP/825x525/W1			    	

	
			    External dimensions 865x565 mm, opening dimensions 815x515 mm, installation hole dimensions 825x525 mm			
	



	

					ST-W/S/GP/825x525/W1			    	


	
			    External dimensions 865x565 mm, opening dimensions 815x515 mm, installation hole dimensions 825x525 mm			
	

					ST-W/S/GP/825x625/W1			    	

	
			    External dimensions 865x665 mm, opening dimensions 815x615 mm, installation hole dimensions 825x625 mm			
	



	

					ST-W/S/GP/825x625/W1			    	


	
			    External dimensions 865x665 mm, opening dimensions 815x615 mm, installation hole dimensions 825x625 mm			
	

					ST-W/S/GP/1025x75/W1			    	

	
			    External dimensions 1115x165 mm, opening dimensions 1015x65 mm, installation hole dimensions 1025x75 mm			
	



	

					ST-W/S/GP/1025x75/W1			    	


	
			    External dimensions 1115x165 mm, opening dimensions 1015x65 mm, installation hole dimensions 1025x75 mm			
	

					ST-W/S/GP/1025x125/W1			    	

	
			    External dimensions 1115x215 mm, opening dimensions 1015x115 mm, installation hole dimensions 1025x125 mm			
	



	

					ST-W/S/GP/1025x125/W1			    	


	
			    External dimensions 1115x215 mm, opening dimensions 1015x115 mm, installation hole dimensions 1025x125 mm			
	

					ST-W/S/GP/1025x225/W1			    	

	
			    External dimensions 1115x315 mm, opening dimensions 1015x215 mm, installation hole dimensions 1025x225 mm			
	



	

					ST-W/S/GP/1025x225/W1			    	


	
			    External dimensions 1115x315 mm, opening dimensions 1015x215 mm, installation hole dimensions 1025x225 mm			
	

					ST-W/S/GP/1025x325/W1			    	

	
			    External dimensions 1115x415 mm, opening dimensions 1015x315 mm, installation hole dimensions 1025x325 mm			
	



	

					ST-W/S/GP/1025x325/W1			    	


	
			    External dimensions 1115x415 mm, opening dimensions 1015x315 mm, installation hole dimensions 1025x325 mm			
	

					ST-W/S/GP/1025x425/W1			    	

	
			    External dimensions 1115x515 mm, opening dimensions 1015x415 mm, installation hole dimensions 1025x425 mm			
	



	

					ST-W/S/GP/1025x425/W1			    	


	
			    External dimensions 1115x515 mm, opening dimensions 1015x415 mm, installation hole dimensions 1025x425 mm			
	

					ST-W/S/GP/1025x525/W1			    	

	
			    External dimensions 1115x615 mm, opening dimensions 1015x515 mm, installation hole dimensions 1025x525 mm			
	



	

					ST-W/S/GP/1025x525/W1			    	


	
			    External dimensions 1115x615 mm, opening dimensions 1015x515 mm, installation hole dimensions 1025x525 mm			
	

					ST-W/S/GP/1025x625/W1			    	

	
			    External dimensions 1115x715 mm, opening dimensions 1015x615 mm, installation hole dimensions 1025x625 mm			
	



	

					ST-W/S/GP/1025x625/W1			    	


	
			    External dimensions 1115x715 mm, opening dimensions 1015x615 mm, installation hole dimensions 1025x625 mm			
	

					ST-W/S/GP/1225x75/W1			    	

	
			    External dimensions 1315x165 mm, opening dimensions 1215x65 mm, installation hole dimensions 1225x75 mm			
	



	

					ST-W/S/GP/1225x75/W1			    	


	
			    External dimensions 1315x165 mm, opening dimensions 1215x65 mm, installation hole dimensions 1225x75 mm			
	

					ST-W/S/GP/1225x125/W1			    	

	
			    External dimensions 1315x215 mm, opening dimensions 1215x115 mm, installation hole dimensions 1225x125 mm			
	



	

					ST-W/S/GP/1225x125/W1			    	


	
			    External dimensions 1315x215 mm, opening dimensions 1215x115 mm, installation hole dimensions 1225x125 mm			
	

					ST-W/S/GP/1225x225/W1			    	

	
			    External dimensions 1315x315 mm, opening dimensions 1215x215 mm, installation hole dimensions 1225x225 mm			
	



	

					ST-W/S/GP/1225x225/W1			    	


	
			    External dimensions 1315x315 mm, opening dimensions 1215x215 mm, installation hole dimensions 1225x225 mm			
	

					ST-W/S/GP/1225x325/W1			    	

	
			    External dimensions 1315x415 mm, opening dimensions 1215x315 mm, installation hole dimensions 1225x325 mm			
	



	

					ST-W/S/GP/1225x325/W1			    	


	
			    External dimensions 1315x415 mm, opening dimensions 1215x315 mm, installation hole dimensions 1225x325 mm			
	

					ST-W/S/GP/1225x425/W1			    	

	
			    External dimensions 1315x515 mm, opening dimensions 1215x415 mm, installation hole dimensions 1225x425 mm			
	



	

					ST-W/S/GP/1225x425/W1			    	


	
			    External dimensions 1315x515 mm, opening dimensions 1215x415 mm, installation hole dimensions 1225x425 mm			
	

					ST-W/S/GP/1225x525/W1			    	

	
			    External dimensions 1315x615 mm, opening dimensions 1215x515 mm, installation hole dimensions 1225x525 mm			
	



	

					ST-W/S/GP/1225x525/W1			    	


	
			    External dimensions 1315x615 mm, opening dimensions 1215x515 mm, installation hole dimensions 1225x525 mm			
	

					ST-W/S/GP/1225x625/W1			    	

	
			    External dimensions 1315x715 mm, opening dimensions 1215x615 mm, installation hole dimensions 1225x625 mm			
	



	

					ST-W/S/GP/1225x625/W1			    	


	
			    External dimensions 1315x715 mm, opening dimensions 1215x615 mm, installation hole dimensions 1225x625 mm			
	
				ST-SW/GP - wall type, rectangular form, two rows of blades where first row is placed vertically and second horizontally, manually adjustable each grille blade, damper with counter running blades, manufactured from powder coated steel, RAL9016 color, visible assembly through screws in holes in grille front frame			
	



	

					ST-S/W/GP/125x75/W1			    	

	
			    External dimensions 165x115 mm, opening dimensions 115x65 mm, installation hole dimensions 125x75 mm			
	



	

					ST-S/W/GP/125x75/W1			    	


	
			    External dimensions 165x115 mm, opening dimensions 115x65 mm, installation hole dimensions 125x75 mm			
	

					ST-S/W/GP/125x125/W1			    	

	
			    External dimensions 165x165 mm, opening dimensions 115x115 mm, installation hole dimensions 125x125 mm			
	



	

					ST-S/W/GP/125x125/W1			    	


	
			    External dimensions 165x165 mm, opening dimensions 115x115 mm, installation hole dimensions 125x125 mm			
	

					ST-S/W/GP/225x75/W1			    	

	
			    External dimensions 265x115 mm, opening dimensions 215x65 mm, installation hole dimensions 225x75 mm			
	



	

					ST-S/W/GP/225x75/W1			    	


	
			    External dimensions 265x115 mm, opening dimensions 215x65 mm, installation hole dimensions 225x75 mm			
	

					ST-S/W/GP/225x125/W1			    	

	
			    External dimensions 265x165 mm, opening dimensions 215x115 mm, installation hole dimensions 225x125 mm			
	



	

					ST-S/W/GP/225x125/W1			    	


	
			    External dimensions 265x165 mm, opening dimensions 215x115 mm, installation hole dimensions 225x125 mm			
	

					ST-S/W/GP/225x225/W1			    	

	
			    External dimensions 265x265 mm, opening dimensions 215x215 mm, installation hole dimensions 225x225 mm			
	



	

					ST-S/W/GP/225x225/W1			    	


	
			    External dimensions 265x265 mm, opening dimensions 215x215 mm, installation hole dimensions 225x225 mm			
	

					ST-S/W/GP/325x75/W1			    	

	
			    External dimensions 365x115 mm, opening dimensions 315x65 mm, installation hole dimensions 325x75 mm			
	



	

					ST-S/W/GP/325x75/W1			    	


	
			    External dimensions 365x115 mm, opening dimensions 315x65 mm, installation hole dimensions 325x75 mm			
	

					ST-S/W/GP/325x125/W1			    	

	
			    External dimensions 365x165 mm, opening dimensions 315x115 mm, installation hole dimensions 325x125 mm			
	



	

					ST-S/W/GP/325x125/W1			    	


	
			    External dimensions 365x165 mm, opening dimensions 315x115 mm, installation hole dimensions 325x125 mm			
	

					ST-S/W/GP/325x225/W1			    	

	
			    External dimensions 365x265 mm, opening dimensions 315x215 mm, installation hole dimensions 325x225 mm			
	



	

					ST-S/W/GP/325x225/W1			    	


	
			    External dimensions 365x265 mm, opening dimensions 315x215 mm, installation hole dimensions 325x225 mm			
	

					ST-S/W/GP/325x325/W1			    	

	
			    External dimensions 365x365 mm, opening dimensions 315x315 mm, installation hole dimensions 325x325 mm			
	



	

					ST-S/W/GP/325x325/W1			    	


	
			    External dimensions 365x365 mm, opening dimensions 315x315 mm, installation hole dimensions 325x325 mm			
	

					ST-S/W/GP/425x75/W1			    	

	
			    External dimensions 465x115 mm, opening dimensions 415x65 mm, installation hole dimensions 425x75 mm			
	



	

					ST-S/W/GP/425x75/W1			    	


	
			    External dimensions 465x115 mm, opening dimensions 415x65 mm, installation hole dimensions 425x75 mm			
	

					ST-S/W/GP/425x125/W1			    	

	
			    External dimensions 465x165 mm, opening dimensions 415x115 mm, installation hole dimensions 425x125 mm			
	



	

					ST-S/W/GP/425x125/W1			    	


	
			    External dimensions 465x165 mm, opening dimensions 415x115 mm, installation hole dimensions 425x125 mm			
	

					ST-S/W/GP/425x225/W1			    	

	
			    External dimensions 465x265 mm, opening dimensions 415x215 mm, installation hole dimensions 425x225 mm			
	



	

					ST-S/W/GP/425x225/W1			    	


	
			    External dimensions 465x265 mm, opening dimensions 415x215 mm, installation hole dimensions 425x225 mm			
	

					ST-S/W/GP/425x325/W1			    	

	
			    External dimensions 465x365 mm, opening dimensions 415x315 mm, installation hole dimensions 425x325 mm			
	



	

					ST-S/W/GP/425x325/W1			    	


	
			    External dimensions 465x365 mm, opening dimensions 415x315 mm, installation hole dimensions 425x325 mm			
	

					ST-S/W/GP/425x425/W1			    	

	
			    External dimensions 465x465 mm, opening dimensions 415x415 mm, installation hole dimensions 425x425 mm			
	



	

					ST-S/W/GP/425x425/W1			    	


	
			    External dimensions 465x465 mm, opening dimensions 415x415 mm, installation hole dimensions 425x425 mm			
	

					ST-S/W/GP/525x75/W1			    	

	
			    External dimensions 565x115 mm, opening dimensions 515x65 mm, installation hole dimensions 525x75 mm			
	



	

					ST-S/W/GP/525x75/W1			    	


	
			    External dimensions 565x115 mm, opening dimensions 515x65 mm, installation hole dimensions 525x75 mm			
	

					ST-S/W/GP/525x125/W1			    	

	
			    External dimensions 565x165 mm, opening dimensions 515x115 mm, installation hole dimensions 525x125 mm			
	



	

					ST-S/W/GP/525x125/W1			    	


	
			    External dimensions 565x165 mm, opening dimensions 515x115 mm, installation hole dimensions 525x125 mm			
	

					ST-S/W/GP/525x225/W1			    	

	
			    External dimensions 565x265 mm, opening dimensions 515x215 mm, installation hole dimensions 525x225 mm			
	



	

					ST-S/W/GP/525x225/W1			    	


	
			    External dimensions 565x265 mm, opening dimensions 515x215 mm, installation hole dimensions 525x225 mm			
	

					ST-S/W/GP/525x325/W1			    	

	
			    External dimensions 565x365 mm, opening dimensions 515x315 mm, installation hole dimensions 525x325 mm			
	



	

					ST-S/W/GP/525x325/W1			    	


	
			    External dimensions 565x365 mm, opening dimensions 515x315 mm, installation hole dimensions 525x325 mm			
	

					ST-S/W/GP/525x425/W1			    	

	
			    External dimensions 565x465 mm, opening dimensions 515x415 mm, installation hole dimensions 525x425 mm			
	



	

					ST-S/W/GP/525x425/W1			    	


	
			    External dimensions 565x465 mm, opening dimensions 515x415 mm, installation hole dimensions 525x425 mm			
	

					ST-S/W/GP/525x525/W1			    	

	
			    External dimensions 565x565 mm, opening dimensions 515x515 mm, installation hole dimensions 525x525 mm			
	



	

					ST-S/W/GP/525x525/W1			    	


	
			    External dimensions 565x565 mm, opening dimensions 515x515 mm, installation hole dimensions 525x525 mm			
	

					ST-S/W/GP/625x75/W1			    	

	
			    External dimensions 665x115 mm, opening dimensions 615x65 mm, installation hole dimensions 625x75 mm			
	



	

					ST-S/W/GP/625x75/W1			    	


	
			    External dimensions 665x115 mm, opening dimensions 615x65 mm, installation hole dimensions 625x75 mm			
	

					ST-S/W/GP/625x125/W1			    	

	
			    External dimensions 665x165 mm, opening dimensions 615x115 mm, installation hole dimensions 625x125 mm			
	



	

					ST-S/W/GP/625x125/W1			    	


	
			    External dimensions 665x165 mm, opening dimensions 615x115 mm, installation hole dimensions 625x125 mm			
	

					ST-S/W/GP/625x225/W1			    	

	
			    External dimensions 665x265 mm, opening dimensions 615x215 mm, installation hole dimensions 625x225 mm			
	



	

					ST-S/W/GP/625x225/W1			    	


	
			    External dimensions 665x265 mm, opening dimensions 615x215 mm, installation hole dimensions 625x225 mm			
	

					ST-S/W/GP/625x325/W1			    	

	
			    External dimensions 665x365 mm, opening dimensions 615x315 mm, installation hole dimensions 625x325 mm			
	



	

					ST-S/W/GP/625x325/W1			    	


	
			    External dimensions 665x365 mm, opening dimensions 615x315 mm, installation hole dimensions 625x325 mm			
	

					ST-S/W/GP/625x425/W1			    	

	
			    External dimensions 665x465 mm, opening dimensions 615x415 mm, installation hole dimensions 625x425 mm			
	



	

					ST-S/W/GP/625x425/W1			    	


	
			    External dimensions 665x465 mm, opening dimensions 615x415 mm, installation hole dimensions 625x425 mm			
	

					ST-S/W/GP/625x525/W1			    	

	
			    External dimensions 665x565 mm, opening dimensions 615x515 mm, installation hole dimensions 625x525 mm			
	



	

					ST-S/W/GP/625x525/W1			    	


	
			    External dimensions 665x565 mm, opening dimensions 615x515 mm, installation hole dimensions 625x525 mm			
	

					ST-S/W/GP/625x625/W1			    	

	
			    External dimensions 665x665 mm, opening dimensions 615x615 mm, installation hole dimensions 625x625 mm			
	



	

					ST-S/W/GP/625x625/W1			    	


	
			    External dimensions 665x665 mm, opening dimensions 615x615 mm, installation hole dimensions 625x625 mm			
	

					ST-S/W/GP/825x75/W1			    	

	
			    External dimensions 865x115 mm, opening dimensions 815x65 mm, installation hole dimensions 825x75 mm			
	



	

					ST-S/W/GP/825x75/W1			    	


	
			    External dimensions 865x115 mm, opening dimensions 815x65 mm, installation hole dimensions 825x75 mm			
	

					ST-S/W/GP/825x125/W1			    	

	
			    External dimensions 865x165 mm, opening dimensions 815x115 mm, installation hole dimensions 825x125 mm			
	



	

					ST-S/W/GP/825x125/W1			    	


	
			    External dimensions 865x165 mm, opening dimensions 815x115 mm, installation hole dimensions 825x125 mm			
	

					ST-S/W/GP/825x225/W1			    	

	
			    External dimensions 865x265 mm, opening dimensions 815x215 mm, installation hole dimensions 825x225 mm			
	



	

					ST-S/W/GP/825x225/W1			    	


	
			    External dimensions 865x265 mm, opening dimensions 815x215 mm, installation hole dimensions 825x225 mm			
	

					ST-S/W/GP/825x325/W1			    	

	
			    External dimensions 865x365 mm, opening dimensions 815x315 mm, installation hole dimensions 825x325 mm			
	



	

					ST-S/W/GP/825x325/W1			    	


	
			    External dimensions 865x365 mm, opening dimensions 815x315 mm, installation hole dimensions 825x325 mm			
	

					ST-S/W/GP/825x425/W1			    	

	
			    External dimensions 865x465 mm, opening dimensions 815x415 mm, installation hole dimensions 825x425 mm			
	



	

					ST-S/W/GP/825x425/W1			    	


	
			    External dimensions 865x465 mm, opening dimensions 815x415 mm, installation hole dimensions 825x425 mm			
	

					ST-S/W/GP/825x525/W1			    	

	
			    External dimensions 865x565 mm, opening dimensions 815x515 mm, installation hole dimensions 825x525 mm			
	



	

					ST-S/W/GP/825x525/W1			    	


	
			    External dimensions 865x565 mm, opening dimensions 815x515 mm, installation hole dimensions 825x525 mm			
	

					ST-S/W/GP/825x625/W1			    	

	
			    External dimensions 865x665 mm, opening dimensions 815x615 mm, installation hole dimensions 825x625 mm			
	



	

					ST-S/W/GP/825x625/W1			    	


	
			    External dimensions 865x665 mm, opening dimensions 815x615 mm, installation hole dimensions 825x625 mm			
	

					ST-S/W/GP/1025x75/W1			    	

	
			    External dimensions 1115x165 mm, opening dimensions 1015x65 mm, installation hole dimensions 1025x75 mm			
	



	

					ST-S/W/GP/1025x75/W1			    	


	
			    External dimensions 1115x165 mm, opening dimensions 1015x65 mm, installation hole dimensions 1025x75 mm			
	

					ST-S/W/GP/1025x125/W1			    	

	
			    External dimensions 1115x215 mm, opening dimensions 1015x115 mm, installation hole dimensions 1025x125 mm			
	



	

					ST-S/W/GP/1025x125/W1			    	


	
			    External dimensions 1115x215 mm, opening dimensions 1015x115 mm, installation hole dimensions 1025x125 mm			
	

					ST-S/W/GP/1025x225/W1			    	

	
			    External dimensions 1115x315 mm, opening dimensions 1015x215 mm, installation hole dimensions 1025x225 mm			
	



	

					ST-S/W/GP/1025x225/W1			    	


	
			    External dimensions 1115x315 mm, opening dimensions 1015x215 mm, installation hole dimensions 1025x225 mm			
	

					ST-S/W/GP/1025x325/W1			    	

	
			    External dimensions 1115x415 mm, opening dimensions 1015x315 mm, installation hole dimensions 1025x325 mm			
	



	

					ST-S/W/GP/1025x325/W1			    	


	
			    External dimensions 1115x415 mm, opening dimensions 1015x315 mm, installation hole dimensions 1025x325 mm			
	

					ST-S/W/GP/1025x425/W1			    	

	
			    External dimensions 1115x515 mm, opening dimensions 1015x415 mm, installation hole dimensions 1025x425 mm			
	



	

					ST-S/W/GP/1025x425/W1			    	


	
			    External dimensions 1115x515 mm, opening dimensions 1015x415 mm, installation hole dimensions 1025x425 mm			
	

					ST-S/W/GP/1025x525/W1			    	

	
			    External dimensions 1115x615 mm, opening dimensions 1015x515 mm, installation hole dimensions 1025x525 mm			
	



	

					ST-S/W/GP/1025x525/W1			    	


	
			    External dimensions 1115x615 mm, opening dimensions 1015x515 mm, installation hole dimensions 1025x525 mm			
	

					ST-S/W/GP/1025x625/W1			    	

	
			    External dimensions 1115x715 mm, opening dimensions 1015x615 mm, installation hole dimensions 1025x625 mm			
	



	

					ST-S/W/GP/1025x625/W1			    	


	
			    External dimensions 1115x715 mm, opening dimensions 1015x615 mm, installation hole dimensions 1025x625 mm			
	

					ST-S/W/GP/1225x75/W1			    	

	
			    External dimensions 1315x165 mm, opening dimensions 1215x65 mm, installation hole dimensions 1225x75 mm			
	



	

					ST-S/W/GP/1225x75/W1			    	


	
			    External dimensions 1315x165 mm, opening dimensions 1215x65 mm, installation hole dimensions 1225x75 mm			
	

					ST-S/W/GP/1225x125/W1			    	

	
			    External dimensions 1315x215 mm, opening dimensions 1215x115 mm, installation hole dimensions 1225x125 mm			
	



	

					ST-S/W/GP/1225x125/W1			    	


	
			    External dimensions 1315x215 mm, opening dimensions 1215x115 mm, installation hole dimensions 1225x125 mm			
	

					ST-S/W/GP/1225x225/W1			    	

	
			    External dimensions 1315x315 mm, opening dimensions 1215x215 mm, installation hole dimensions 1225x225 mm			
	



	

					ST-S/W/GP/1225x225/W1			    	


	
			    External dimensions 1315x315 mm, opening dimensions 1215x215 mm, installation hole dimensions 1225x225 mm			
	

					ST-S/W/GP/1225x325/W1			    	

	
			    External dimensions 1315x415 mm, opening dimensions 1215x315 mm, installation hole dimensions 1225x325 mm			
	



	

					ST-S/W/GP/1225x325/W1			    	


	
			    External dimensions 1315x415 mm, opening dimensions 1215x315 mm, installation hole dimensions 1225x325 mm			
	

					ST-S/W/GP/1225x425/W1			    	

	
			    External dimensions 1315x515 mm, opening dimensions 1215x415 mm, installation hole dimensions 1225x425 mm			
	



	

					ST-S/W/GP/1225x425/W1			    	


	
			    External dimensions 1315x515 mm, opening dimensions 1215x415 mm, installation hole dimensions 1225x425 mm			
	

					ST-S/W/GP/1225x525/W1			    	

	
			    External dimensions 1315x615 mm, opening dimensions 1215x515 mm, installation hole dimensions 1225x525 mm			
	



	

					ST-S/W/GP/1225x525/W1			    	


	
			    External dimensions 1315x615 mm, opening dimensions 1215x515 mm, installation hole dimensions 1225x525 mm			
	

					ST-S/W/GP/1225x625/W1			    	

	
			    External dimensions 1315x715 mm, opening dimensions 1215x615 mm, installation hole dimensions 1225x625 mm			
	



	

					ST-S/W/GP/1225x625/W1			    	


	
			    External dimensions 1315x715 mm, opening dimensions 1215x615 mm, installation hole dimensions 1225x625 mm			





Izmēri


Modelis:
	ST-W/S/GP/1225x75/W1











Ievadei un aizvadei domātajiem režģiem ir divās rindās izvietotas kustīgas latas, kas horizontāli un vertikāli ievietotas priekšējā ietvarā, kā arī aizvars tieši aiz režģa žalūzijām. Paredzēti zema un vidēja spiediena ventilācijas sistēmām. Leņķi var regulēt, manuāli ieregulējot katru latu atsevišķi. 
 
 Šiem režģiem ir higiēnas sertifikāts HK/K/0522/01/2016.
 
 Izmantotie materiāli, uzbūve

Režģis ir izgatavots no galvanizēta lokšņu tērauda, kas krāsots ar pulvermetodi baltā RAL krāsā 9016. Pasūtot var izvēlēties krāsojumu jebkurā citā RAL paletes krāsā, kā arī īpašu variantu no nerūsīga tērauda vai alumīnija. Aizvars ir izgatavots no galvanizēta tērauda (pasūtot var izvēlēties jebkuru RAL paletes krāsu).

	







				ST-WS/G wall grille with two rows of adjustable blades (horizontal in front) and damper			
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				ST-SW/G wall grille with two rows of adjustable blades (vertical in front) and damper			
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